DGN File: N:\Esd\Standard_Drawings\Imper1al\20@5Approved\Barriers (BA)\ba@4K.dgn

15-DEC-2004

W6 x 8.54—//,

STEEL POST

REAR VIEW

1"
qu

\
SQUARE WASHER
(3/16”THICK,GALVANIZED)
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GALVANIZED
STEEL PLATE

l,5" GALVANIZED
STEEL PLATEAA\\\ )

FOUR '36” DIA.HOLES.

5

|
L —F  hoLEs

FIELD DRILL THREE 1’ DIA.
IN W-BEAM AND ATTACH

NEEDED WHEN PLATE IS <

WITH 34" x 112" HEX BOLT WITH

BOLTED TO PQST.
USING FOUR °4"x!7" HEX

A SQUARE WASHER AND HEX NUT.
SEE NQOTE 2.

HEAD NUT. SEE NOTE 2.

We x 8.5 STEEL PDST“////////V

6" IN LENGTH.

FIELD DRILL ONE 1” DIA.HOLE

IN W-BEAM AND POST FLANGE AND
ATTACH WITH 34" x 2" LONG HEX
BOLT WITH A SQUARE WASHER AND

HEX NUT. SEE NOTE 2.
FRONT VIEW
ANCHOR POST/PLATE ATTACHMENT
FOR SINGLE RAIL ELEMENT
NOTCHED
14" POST BLOCK
e rm
NN ALL REQUIREMENTS AS ol
T TS PER TOP PLATE APPLY il
FOUR —at Foeo—1— |21 TO LOWER PLATE L sy
1"x 13 sLOT ?ES;?@; R N
— | - :{ S [
FOUR Bﬂdtg4 L n il \H\ l
DIA.HOLES |- - 9% —|<} o

I7" STEEL PLATE
(GALVANIZED)

1. USE '” STEEL PLATE MEETING REQUIREMENTS OF ASTM 36.

2. GALVANIZING REQUIRED FOR PLATE AND HARDWARE.

3. USE ZINC RICH PAINT TO COAT FIELD DRILLED HOLES.

e
W6 x 8.5 STEEL POST

ANCHOR POST/PLATE ATTACHMENT
FOR RUB RAIL ELEMENT

DOUBLE RAIL ELEMENT

OPTION I
STEEL POSTS AND PLATES

STEEL POSTS AND PLATES

FOUR Tg" DIA.x 10"
THREADED ANCHOR RQDS.

SEE NOTE 3.4 & 5 N
TRANSITION CDNNECTIDN:i:;
SEE STD DWG BA 4B 3_ % 5 HOOPS
CONCRETE BLOCK 30" x 18"
SEE NOTE 1 SEE NOTE 2

TRANSITION CONNECTION
SEE STD DWG BA 4B

24"

FOUR Tg” DIA. x 10"
HEAVY DUTY GALVANIZED
THREADED ANCHOR RODS.

ATTACH TRANSITION
CONNECTION WITH HEX
HEAD RECESSED NUTS AND
SQUARE PLATE WASHERS.

SEE NOTE 2

NOTES:
1. USE CONCRETE A(AE).

2. USE COATED REINFORCING STEEL.
3. USE GALVANIZED THREADED ROD.

4. THREADED RODS CAN BE CAST
DRILLED INTO BLOCK AND RODS EPOXIED IN.

5. DRILL HOLES A MINIMUM 9" DEEP.
INSERTING TREAD ROD.

(72}
—
=z
D
—
m
2
>
Lo s §
—

ELEMENT

12/6"

STEEL POST WITH PLATE
AND WOOD BLOCK

DOUBLE RAIL ELEMENT

OPTION TI1I
CONCRETE BLOCK

\iéé?;UR #5 BARS 18" LONG

INTO CONCRETE BLOCK OR HOLES CAN BE

CLEAN DRILLED HOLES PRIOR TO
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